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Butterfly valve
Series AKABO Type 600

DN32-200 / PN10/16

Soft sealed, concentric butterfly valve.

High-quality design for applications in HVAC, Heating and Industry.
Manufactured and tested 100% in EU.

Body in wafer- and lug type avaliable.

Long neck of the body according to Heating Systems Regulation standards.
Flange acc. ISO 5211 for installation of actuators.

Seat material EPDM or NBR.
Body material EN-JL 1040, epoxy coating 80 um (RAL 2002).
Disc material see table below.

Face to face lenght acc. EN558-1 series 20.
Flange connection acc. EN 1092-1.

Operating conditions

EPDM Seat: -10°C to 125°C
Application: Water and cooling water, heating systems,
service water.

NBR Seat: -10°C to 100°C
Application : Qil, oil containing liquids.

Item No. Denomination Material
1 Body EN-JL 1040 (GG25)
0 - Brass 2.0402
1 - Aluminium Bronze 2.0966
2 Disc 2 - Stainless steel 1.4308
3 - EN-GJS-400-15 (GGG40)+ epoxy coated
4 - Stainless steel 1.4408
3 Seat 1-EPDM
2 -NBR
4 Stem Stainless steel 13% Cr
5 Pivot Stainless steel 13% Cr
6 Bushing Delrin
7 O-Ring NBR (for gas)
8 O-Ring NBR (for gas]
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Butterfly valve
Series AKABO Type 600

Dimensions

Lug Type T Wafer Type B
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Dimensions ISO TOP Flange Weight
A B C D E | J K L M N Type B Type T
32 136 54 33 78 110 25 14 50 4 7 - 70 8 1,9 2,3
40 136 54 88 78 110 25 14 50 4 7 - 70 8 1,9 23
50 146 64 43 96 116 25 14 50 4 7 70 - 8 2,7 3
65 153.,5 72 46 113 131 25 14 50 4 7 70 - 8 3.2 3.7
80 163 89 46 128 173 25 14 50 4 7 70 - 8 3,7 4.8
100 1725 100 52 150 192 25 14 50 4 7 70 - 8 4,7 6,1
125 1925 118 56 184 235 25 14 50,702 4 7,92 70 70 95 6,7 9,2
150 205 128 586 212 258 25 14 50/70°2 4 7,92 70 702 95 8,4 10,2
200 234 166 60 268 3253 25 17 70 4 9 75 14 13,3 15,3
2Dimensions for version T 3For PN10 308mm
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[ bn | 3280 100150 200 [ bon | 324150 200
A 200 273 362 A 89 89

B 76 78 73 B 51 51
Weight 0.35 04 145 c 152 152

D 44 44

E 101 101

F 125 125

Weight 16 16

Technical specifications subject to change without natice.
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