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Kugelrückschlagventil
Serie 6516 / 6526
DN50-600 / PN10/16

Reflux prevention based on the ball check principle
Flange connection acc. to EN 1092-2, PN10 or PN16
Installation length acc. to DIN EN 558-1, row 48 (DIN 3202 F6)
Floating (6526) or non-floating ball (6516)
No wear parts
Horizontal or vertical installation

Casing: Ductile Iron GGG40 (EN-GJS-400)
Ball: Aluminum with vulcanized rubber coating NBR or EPDM
Corrosion protection: Epoxy coated 250μm, Color: blue, RAL 5005

Operating temperature:  +70°C (NBR), +120°C (EPDM)

Dimensions / Material

Item Nr. Discription Material
1 Casing EN-GJS-400-15
2 Cover EN-GJS-400-15
3 Ball Alu - NBR / EPDM
4 Gasket NBR / EPDM
5 Screw DIN 7984
6 Screw cover paraffin wax

Weight Weight
6516 6526

[mm] [mm] [mm] [mm] [mm] [mm] [kg] [kg]

50 16 200 113 165 102 125 19 4 8,0 8,1
65 16 240 126 185 122 145 19 4 12,8 12,4
80 16 260 162 200 138 160 19 8 17,0 16,6

100 16 300 194 220 158 180 19 8 24,0 22,2
125 16 350 214 250 188 210 19 8 34,0 32,8
150 16 400 260 285 212 240 23 8 52,0 48,2
200 16 500 320 340 268 295 23 12 83,0 73,5
200 10 500 320 340 268 295 23 8 83,0 73,5
250 10 600 365 405 320 350 23 12 136,0 106,0
300 10 700 427 460 378 400 23 12 229,0 203,0
350 10 800 427 520 429 460 23 16 260,0 237,0
400 10 900 537 580 480 515 28 16 395,0 -
500 10 1100 650 670 582 620 28 20 560,0 -
600 10 1300 800 780 582 725 31 20 950,0 -
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Kugelrückschlagventil
Serie 6516 / 6526

Pressure drop graph

Flow Q [m³/h]
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Permissible installion positions

6516 non-floating ball

subject to technical changes without notice

6526 floating ball


